&) EAGLE®

Product Datasheet: EAGLE Double Check Valves

Model: S0235L (Compression)

SWRAS

Type: PN10 Double Check Valve (DZR Brass) APPROVED PRODUCT

1. Overview

The EAGLE Double Check Valves are engineered to ensure public health safety by preventing the risk of backflow and back-
siphonage contamination in water supply systems. They are specifically designed for application in domestic dwellings, as well as

public and commercial buildings.
Key Features & Benefits

e  Backflow Prevention: Provides effective protection against water contamination (Fluid Category 3).
e High Temperature Tolerance: WRAS Approved for use with wholesome (potable) water up to 60°C.
e Standards Compliance:
o Valve Design: Compliant with BS EN 13959 'Anti-pollution check valves' (Family E, Type D).
o Connections: Compression ends comply with BS EN 1254-2 (compatible with BS EN 1057 R250 half-hard
copper tube).

2. Technical Specifications

Parameter Specification
Shell Pressure Rating PN10
Max Inlet/Working Pressure 10 bar
'WRAS Approved Pressure 10 bar
Min Opening Pressure 0.2 bar
Max Temperature 60°C (WRAS Approved)
Application Water
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3. Material Specifications

Component Material Specification

Body DZR Brass BS EN 12165 CW602N
Cartridge Acetal -

Separator POM (Polyoxymethylene) -

Vent Plug DZR Brass BS EN 12165 CW602N
Sealing Gasket PTFE -

Retaining Clip Stainless Steel AISI 304

Compression Nut Brass BS EN 12165
Compression Olive Cartridge Brass H62A

Plating (Compression) Nickel Plated -

4. Dimensional Drawing
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5. Dimensions & Weights
Connection Type: Compression Ends (S0235L)
Item Code Nom Size (mm) A (mm) B (mm) C (mm) D (mm) ‘Weight (kg)
S0235L-1 15 75.0 61.4 17.5 15 0.09
S0235L-2 22 90.0 70.2 215 22 0.16
S0235L-3 28 113.5 93.2 25.5 28 0.32
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